Emergency Engine Records - IC Engine NESHAP Requirements (40 CFR 63 Subpart ZZ227) Calendar Year: 2018
Facility Name: lgnacio Gas Plant Fuel Used: Diesel
Unit Description:  PU-3109 - 305 Hp Caterpillar 4W-3798 Fire water Pump (Unit #28) Date Constructed: 1985
Hour Meter Operating Information - Emergsticy Operating Info.rmatlon - Non Emergency Annual
Readings {No Operating Hours Limitation) 100 hrs per ;qlendar year, includes 50 hrs of non-emergency use Hours Operated
WARNINGS - Within 50% of limit, cells shaded yellow, Within 25%, cell shaded red
Emergency &
Date Non-Emergency
Annual Non Compiete Reauired
WMeter #of Reason for #of Utilizaltion Catggory - see bellow Hours Emergency iﬁa:nienancel avery
Value Minutes Emergency Operation Minutes ;) ma!ntenam&lreadmess.‘xes::xm:g Remaining HOL."S.’ &0 ap&raiec;ours
} non-emengency use (51 hr limit) L Remaining or annually
(100 hr limit} .
(50 hr limit)
9.50 80.0 0.50
9.00 50.0 1.00
98 50 50.00 150
98.00 50.00 2.00
9750 50.00 250
g7.0 0.00 3.0
96 5 0.00 b
96.01 0.00 4.
95.50 50.00 450
95.30 49 80 470
94 80 49.80 5.20
4.30 4980 570
0 49 80 20
30 49 80 0
PLANT ESD 93.30 49 80 740
92.80 49 80 790
92.30 49 80 840
91.80 49 80 8.90
PLANT ESD 9180 49 80 1160
9130 49 80 12.10
90.80 49 80 1260
90.30 49 80 1310
89 80 49.80 1360
8930 4980 410
88 80 49 80 460
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